
 

 

MF72 Surge Current Limiting NTC Thermistor 

 Features

1. MF72 series in the form of radial resin coated form. 

2. Small dimension, powerful, strong in inrush current limiting. 

3. Fast feedback. 

4. large material constant, lower residue resistance. 

5. Long life, high reliability. 

6. Complete part, wide operation range. 

7. Operating temperature -55~+200 �   
 

 Application

1.  Conversion power, switch mode power supply, UPS power. 

2.  Energy saving lights, ballast. 

3.  Electronic circuit, power supply circuit. 

 

 Selection Principle 

1. Maximum operating current > Actual operating current in the power loop 

2 .  Rated zero power resistance at 25C 

           

  of which, E: loop voltage, Im: Surge current 

For conversion power, reversion power, switch power, UPS power, Im=100 times operating current 

        For filament, heater, Im =30 times operating current 

 

 Outlook and Dimension （Unit：mm）

            

 

 

 

 

 

 Marking of Part Number 
 

    

 

 

 

 

Straight lead type Inner kinked lead type 

Ceramic body diameter：11-Φ 11mm

MF72  10    D   11 

Diameter

R25：10-10Ω

MF72 Series: Surge current limiting NTC thermistor



 

 

MF72 Surge Current Limiting NTC Thermistor 

 Data Sheet 

Dimension (mm) 

Part Number 

Resistance @25�  

R25 

(Ω) 

Max. 
Stable 

Current 

(A) 

Approx. 
Resistance 

at max. 
current 

(Ω) 

Dissipation 

Factor 

(mW/ )�  

Thermal 
Time 

Constant

(S) 

Operating 

Temperature

( )�  
D±2 Tmax F±1 Φd 

54.0/6.0 5.2/5 5 5.6 02 6 353.0 1 5 5D5-27FM

54.0/6.0 5.2/5 5 5.6 02 6 177.0 7.0 01 5D01-27FM

54.0/6.0 5.2/5 5 5.6 81 6 878.1 5.0 06 5D06-27FM

54.0/6.0 5.2/5 5 5.6 81 6 952.6 1.0 002 5D002-27FM

 6.0 5 5 5.8 03 01 382.0 2 5 7D5-27FM

 6.0 5 5 5.8 82 9 935.0 1 8 7D8-27FM

 6.0 5 5 5.8 72 9 616.0 1 01 7D01-27FM

 6.0 5 5 5.8 72 9 801.1 6.0 22 7D22-27FM

 6.0 5 5 5.8 82 01 584.1 5.0 33 7D33-27FM

 6.0 5 5 5.8 82 11 332.6 2.0 002 7D002-27FM

6.0/8.0 5/5.7 5.5 5.01 53 11 021.0 4 3 9D3-27FM

6.0/8.0 5/5.7 5.5 5.01 43 11 012.0 3 5 9D5-27FM

6.0/8.0 5/5.7 5.5 5.01 23 11 004.0 2 8 9D8-27FM

6.0/8.0 5/5.7 5.5 5.01 23 11 854.0 2 01 9D01-27FM

6.0/8.0 5/5.7 5.5 5.01 13 11 208.0 1 61 9D61-27FM

6.0/8.0 5/5.7 5.5 5.01 03 11 468.0 1 02 9D02-27FM

6.0/8.0 5/5.7 5.5 5.01 03 11 059.0 1 22 9D22-27FM

6.0/8.0 5/5.7 5.5 5.01 03 11 421.1 1 33 9D33-27FM

6.0/8.0 5/5.7 5.5 5.01 03 11 205.1 8.0 06 9D06-27FM

6.0/8.0 5/5.7 5.5 5.01 23 11 700.5 5.0 002 9D002-27FM

6.0/8.0 5/5.7 5.5 5.21 34 31 590.0 5 5.2 11D5.2-27FM

6.0/8.0 5/5.7 5.5 5.21 54 31 651.0 4 5 11D5-27FM

6.0/8.0 5/5.7 5.5 5.21 74 41 552.0 3 8 11D8-27FM

6.0/8.0 5/5.7 5.5 5.21 74 41 572.0 3 01 11D01-27FM

6.0/8.0 5/5.7 5.5 5.21 05 41 074.0 2 61 11D61-27FM

6.0/8.0 5/5.7 5.5 5.21 25 51 365.0 2 22 11D22-27FM

6.0/8.0 5/5.7 5.5 5.21 25 51 437.0 5.1 33 11D33-27FM

6.0/8.0 5/5.7 5.5 5.21 25 51 512.1 5.1 06 11D06-27FM

 8.0 5.7 6 5.41 06 31 260.0 7 3.1 31D3.1-27FM

 8.0 5.7 6 5.41 06 31 370.0 7 5.1 31D5.1-27FM

 8.0 5.7 6 5.41 06 31 880.0 6 5.2 31D5.2-27FM

 8.0 5.7 6 5.41 06 41 290.0 6 3 31D3-27FM

 8.0 5.7 6 5.41 86 51 521.0 5 5 31D5-27FM

 8.0 5.7 6 5.41 06 51 491.0 4 8 31D8-27FM

 8.0 5.7 6 5.41 56 51 602.0 4 01 31D01-27FM

 8.0 5.7 6 5.41 06 61 533.0 3 51 31D51-27FM

 8.0 5.7 6 5.41 06 61 833.0 3 61 31D61-27FM

 8.0 5.7 6 5.41 56 71 018.0 2 74 31D74-27FM

MF72-1.3D15 1.3 8 0.048 18 68 

-55~+200 

16.5 6 10/7.5 0.8 



 

 

MF72 Surge Current Limiting NTC Thermistor 

 8.0 5.7/01 6 5.61 96 91 250.0 8 5.1 51D5.1-27FM

 8.0 5.7/01 6 5.61 67 81 570.0 7 3 51D3-27FM

 8.0 5.7/01 6 5.61 67 02 211.0 6 5 51D5-27FM

 8.0 5.7/01 6 5.61 08 02 871.0 5 8 51D8-27FM

 8.0 5.7/01 6 5.61 57 02 081.0 5 01 51D01-27FM

 8.0 5.7/01 6 5.61 58 12 862.0 4 51 51D51-27FM

 8.0 5.7/01 6 5.61 07 12 672.0 4 61 51D61-27FM

 8.0 5.7/01 6 5.61 68 12 086.0 3 74 51D74-27FM

 0.1 5.7/01 7 5.12 98 52 810.0 21 7.0 02D7.0-27FM

 0.1 5.7/01 7 5.12 88 42 730.0 9 3.1 02D3.1-27FM

 0.1 5.7/01 7 5.12 88 42 550.0 8 3 02D3-27FM

 0.1 5.7/01 7 5.12 78 32 780.0 7 5 02D5-27FM

 0.1 5.7/01 7 5.12 501 52 241.0 6 8 02D8-27FM

 0.1 01 8 5.62 021 03 410.0 31 7.0 52D7.0-27FM

 0.1 01 8 5.62 121 03 720.0 01 5.1 52D5.1-27FM

 0.1 01 8 5.62 421 23 440.0 9 3 52D3-27FM

 0.1 01 8 5.62 521 23 070.0 8 5 52D5-27FM

 


