
                                                     РЕЛЕ МАЛОЙ МОЩНОСТИ. ПОСТОЯННОГО ТОКА
LOW POWER RELAY. DC SWITCH.

Оптоэлектронные коммутаторы сигналов постоянного тока. Необходимо соблюдать поляр-
ность подводимого к “контактам” напряжения. Содержат одно или два независимых реле в од-
ном корпусе. Реле КР293КП10Б сочетает в одном корпусе по одной паре замыкающих и размы-
кающих “контактов” (по характеру их работы), что при объединении выводов 6 и 7 позволяет
получить реле с переключательной группой “контактов”.

Optoelektronic commutators of DC signals. It′′′′‘s necessary to keep polarity of “contacts” voltage.
They consist of two or one independent relay in one frame. Relay КР293КП10Б unites per one pair
close and open “contacts” (according to the character of work) in one package. This fast allows to
have relay with switching group of “contacts” in condition that leads 6 and 7 will be combined.

КР293КП2А,Б,В
КР293КП4А,Б,В
КР293КП6А,Б,В
КР293КП8А,Б,В
КР293КП10А,Б,В

ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ
TECHNICAL CHARACTERISTICS
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B(V) Ом (Ω) мкА (µ A) B (V) пФ (pF) мс (ms)

№

Тип

Type

min type max min max min type max B(V) min max min max type max
7.1 КР293КП2А 2 60
7.2 КР293КП2Б 10 230
7.3 КР293КП2В 20 400
7.4 КР293КП4А

1,5

2 60

0,5

0,5
7.5. КР293КП4Б 1,6 10 230 1/1
7.6 КР293КП4В 20 400
7.7 КР293КП6А 2 60
7.8 КР293КП6Б 10 230
7.9 КР293КП6В 20 400
7.10 КР293КП8А 2 60
7.11 КР293КП8Б 10 230
7.12 КР293КП8В 20 400
7.13 КР293КП10А 2 60
7.14 КР293КП10Б 10 230
7.15 КР293КП10В
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ПРЕДЕЛЬНО - ДОПУСТИМЫЕ РЕЖИМЫ ЭКСПЛУАТАЦИИ
MAXIMUM PERMITTED OPERATING RATES
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B (V) мА (mA) мА (mA) мА (mA) B (V) мВт (mW) °C/Вт(°С/W) °C

№

Тип

Type

min max min max min max min max min max min max min max min max
7.1 КР293КП2А 60 320
7.2 КР293КП2Б 230 150
7.3 КР293КП2В 400 120
7.4 КР293КП4А 60 320

-3,5 0,8

7.5 КР293КП4Б 230 150 3,0
7.6 КР293КП4В 400 110
7.7. КР293КП6А 60 320
7.8. КР293КП6Б 230 150
7.9. КР293КП6В 400 110
7.10
. КР293КП8А 60 320

7.11
. КР293КП8Б 230 150

7.12
. КР293КП8В 400 110

7.13 КР293КП10А 60 320
7.14
. КР293КП10Б 230 150

7.15
. КР293КП10В 400 110

5 25 150

-3,5 0,8

300 60 -45 +85



ТИПОВАЯ СХЕМА ВКЛЮЧЕНИЯ
TYPICAL APPLICATION CIRCUIT

КР293КП2; КР293КП6; КР293КП8; КР293КП10:

Резистор R2 необходим, если Еп-Uвых > 0.8 В
Resistor R2 is necessary if Ecc-Uo > 0,8 V
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