Audio ICs

BA4412

@Absolute maximum ratings (Ta = 25C)

Parameter Symbol Limits Unit
Supply voltage Ve Mex. 9.0 v
Power dissipation Pd 500+ mw
Operating temperature Topr —25~75 T
Slorage temperature Tstg —55~125 T
AFC voltage Varc 3.0 v
#* Al temperatures above Ta = 26°C, decreases 5.0 mW par degres.
@Recommended operating conditions
Parameter Symbo! Min. Typ. Max. Unit
Supply voltage Vec 2.0 4.0 8.0 \

®Electrical characteristics {unless otherwise indicated, Ta = 25C and Vee = 3V}

Parameter Symbol Miri. Typ. Max, Unit Conditions Meagil:‘r;?:ent
Quiescent current la 5.5 8.0 10.5 mA - Fig.1
IF output voltage Vour 20 35 50 MVms | fin=100MHz, 80dB xV Fig.1
IF input/output impedance ZF - 330 — Q — Fig.1
Osgillator voltage Vosc 200 300 400 mv fose=110.7MHz Fig.1
Diode capacitance Carc - 9 - pF V=2V Fig.1
@®Measurement circuit
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BPF : 76~108MHz BPWBEA (SOSHIN)
Lila : FEM10G - 2F6 {SUMIDA)

JFT & 2153 - 4095 - 322 (SUMIDA)
CF1,GFz ! SFE10.7MAS (MURATA}
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